STREETS SERIES

C-200 TO C-254



LOOKING NORTH OR WEST

8 STREET R/W &
EASEMENT EASEMENT
5I
‘ STREET LIGHTS 2.5' BEHIND :
™ / BACK. OF CURB OR |' BACK ! L
- OF SIDEWALK | —
a ¢ _
— STREET B | | |
! 7 LIGHT [ ! ]
TI MIN CABLE | VARIES ! i
6 *
/— v B D UEREL b L€ e 2.5
— MEANDERING :
() 'D | ' | - H
C;'—riv 6 | C | 1_5: . —— _|-| | BN | | - (')CATV (:) -
: 26' - | : | - MIN. T
= o 7 @) ! TRANSMISSION ’ b QTEL
POWER O SAN. SEWER (o] O POWER
WATER TRAFFIC SIGNALS, o | 4 WATER MAIN CAS
COMMUNICATION ' - (A LINE LARGER
CONDUIT THAN 16" IN WATER PRIVATE —]
(6" BACK OF CURB  MAJOR ——{ 4 f— DIAMETER) RECLAIMED
L— PERIMETER WALL WITHOUT 48" MIN. DEPTH) SAN. SEWER |4 \AT/‘?;E';OTH —
PRIVATE RECLAIMED WATER roRM O (TYP.
DRAIN PERIMETER WALL —
— e a WITH PRIVATE
[RRIGATION (NON-PRIVATE) WATER O—~—— ALTERNATE LOCATION RECLAIMED WATER
_— FOR RECLAIMED WATER

TYPICAL BOTH SIDES WITHOUT
RECLAIMED WATER OR GAS

NOTES:

| 2" AND LARGER MAIN - 4' COVER MIN.
SMALLER THAN | 2" MAIN - 3' COVER MIN.

| . STREET LIGHTS SHALL BE LOCATED |' BACK OF SIDEWALK UNLESS OTHERWISE APPROVED.
2. PRIVATE RECLAIMED WATER LINES SHALL BE OUTSIDE OF PUBLIC RIGHT OF WAY.
* 3. 20 FOOT HALF MEDIAN FOR PHASED ARTERIALS. SEE C.O.C. STANDARD DETAIL NO. C-204.

7' MAJOR ARTERIAL —
9' MINOR ARTERIAL

= RECLAIMED WATER

TYPICAL BOTH SIDES
WITHOUT IRRIGATION

C-200
REPLACES

10

[

A\

CITY OF
CHANDLER
STANDARD

DETAIL

DETAIL NO.

STANDARD UTILITY LOCATIONS
ARTERIAL STREETS

APPROVED: }LQM M

c@Y ENGINEER
DATE: 2/1«6/0'7

\

C-200




5|

LOOKING NORTH OR WEST

| e

STREET RAW :
T 1
EASEMENT | EASEMENT |
l ¢ I |
: | : 5 |
| ! I I
: : I
| | | |
| | | :1
| . ! H L
| | I L]
: ; I
| | | i 3
B : : H
- I H
I ] Lz s | .
B I | | I 2.5 —n] 5
I
— {1 — — =1 [ =]
CATV O o MAJ% < O CATV
TEL © GAS @) TEL. O TEL
POWER O IRRIGATION/ | ” ! 4 ‘ O POWER
REC.WATER , |
(NON-PRIVATE) | o
o)
L— PERIMETER WALL WITHOUT SE(V\?ER . O WATER PRIVATE
PRIVATE RECLAIMED WATER | L TRANSMISSION REC. WATER
WATER MAIN (TYP. BOTH SIDES)
O (A LINE LARGER
THAN 16" IN
STORM DIAMETER) PERIMETER WALL —
DRAIN WITH PRIVATE

RECLAIMED WATER

WHEN IN THE BEST INTEREST OF THE CITY, THE PUBLIC WORKS DIRECTOR, OR DESIGNEE, MAY WAIVE SIDEWALK ON ONE SIDE OF ROADWAY.

NOTE:
C-201 CITY OF
CHANDLER
REPLACES STANDARD
11 DETAIL

STANDARD UTILITY LOCATIONS
COLLECTOR STREETS

TY ENGINEER

DETAIL NO.

DATE: 2] zb/b7

=>C-201




LOOKING NORTH OR WEST

g | STREET RW | &
EASEMENT EASEMENT
I |
: G '

! | !

I ! |
! ( !

' | !
| |
| . I
| |
: ]! | '
| 4 l " |
i ! ‘ i

| TS | M
CATV © — - O CATV
Y O ' '
TEL © GAS o o TEL

| IRRIGATION/ [

POWER O o
i REC. WATER ! . ) FOWER

(NON-PRIVATE)

NOTE:

SANITARY SEWER

WATER

WHEN IN THE BEST INTEREST OF THE CITY, THE PUBLIC WORKS DIRECTOR, OR DESIGNEE, MAY WAIVE SIDEWALK ON ONE SIDE OF ROADWAY.

(

C-202
REPLACES
12

CITY OF
CHANDLER
STANDARD

DETAIL

STANDARD UTILITY LOCATIONS
LOCAL STREETS

APPROVED:(

ITY ENGINEER

DATE: 2/21. 7
{ [

DETAIL NO.

C-202




' 65' RAW TYP.
H |
50' B/C TYP.
| 42.5'B/C TYP.
MAG 230 .
M N 7.5'B/IC
AG 220 MAG 220 'A
' TYP.
I.5% MIN — -— 2.5%-3% _ | 2.5%-3% —e—
MAG 222 'A'
&' MEANDERING
SIDEWALK TYP.
BOTH SIDES
NOTES:

. THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD SPECIFICATIONS, SEC. 301.
BASE COURSE:

A. THE THICKNESS SHALL CONFORM TO COC STANDARD DETAIL C-239.
B. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 310 AND 702.

. ASPHALTIC CONCRETE PAVEMENT:

A. THE BASE COURSE SHALL BE 2-1/2" THICK A19 OR A25 MIX WITH THE SURFACE AT 1-1/2" OF A12.5 MIX ON A 4" MAT
AND SHALL BE EAST VALLEY ASPHALT COMMITTEE (E.V.A.C.) MIX DESIGNS.
B. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 321 AND 710.

. ADDITIONAL RIGHT-OF-WAY SHALL BE PROVIDED WHERE NECESSARY TO ACCOMMODATE DOUBLE LEFT TURN LANES OR RIGHT TURN
LANES WARRANTED BY TRAFFIC DEMANDS.

MEDIAN END SHALL BE RAMP PER COC STANDARD DETAIL C-225.

. MEDIAN LANDSCAPE AREA SHALL BE PER DETAIL NO. 24 OF COC GUIDELINES FOR LANDSCAPING AND IRRIGATION OF RIGHTS-OF-WAY.
(MOUNDING IN MEDIAN NOT PERMITTED.)

4

- DETAIL NO.
C-203 e MAJOR ARTERIAL STREET APPROVED
REPLASES STANDARD TYPICAL CROSS SECTION 3 A s C-203

C v




65' R\W TYP.

|

19.5' B/C TYP. 30.5' B/C TYP. 15 TYP.
|
|

MAG 230 MAG 220 A AG 220 A — MAG 230 |
pA
|.5% MIN, ——= —_~ 2.5%-3% 2.5%-3% —a— A\ M
T - +a %1

MAG 222 TYPE 'A' TYP.

I & TYP. 12" TYP. 6' MEANDERING
I SIDEWALK TYP.
BOTH SIDES

NOTES:

G.

. THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD SPECIFICATIONS, SEC. 301.

BASE COURSE:

A. THE THICKNESS SHALL CONFORM TO COC STANDARD DETAIL C-239.

B. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 310 AND 702.

ASPHALTIC CONCRETE PAVEMENT:

A. THE THICKNESS SHALL BE A MIN. OF 4 INCHES, 2-1/2" OF A19 OR A25 FOR BASE AND |-1/2" OF Al12.5 WEAR COURSE.

B. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 321 AND 710.

ADDITIONAL RIGHT-OF-WAY SHALL BE PROVIDED WHERE NECESSARY TO ACCOMMODATE DOUBLE LEFT TURN LANES OR RIGHT TURN
LANES WARRANTED BY TRAFFIC DEMANDS.

MEDIAN LANDSCAPE AREA SHALL BE PER DETAIL NO. 24 OF COC GU(DELINES FOR LANDSCAPING AND IRRIGATION OF RIGHTS-OF-WAY.
(MOUNDING IN MEDIAN NOT PERMITTED.)

0.2% MINIMUM LONGITUDINAL GRADE ALLOWED.

A [}

21

DETAIL DATE: y 2

- » . DETAIL NO.
R(gpi?::s CHANDLER PHASED MAJOR ARTERIAL STREET APPROV%M% C-204
STANDARD TYPICAL CROSS SECTION CIT ENOMEEE = )
NT

|94 U




G
| |
| 55' RW TYP. :
! |
| | |
- 7.5'BIC , ,
A 230 | 30.5' B/C TYP. | 7' BIC TYP.
. ( MAG 230
Bk
| 5% MIN — .~ 2.5%-3% | — s M
e 3 " [ T T
MAG 220 ‘A — MAG 220 'A'—j
MAG 222 A
&' MEANDERING
SIDEWALK TYP.
BOTH SIDES

NOTES:

7.

. THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD SPECIFICATIONS, SEC. 301

BASE COURSE:
A. THE THICKNESS SHALL CONFORM TO COC STANDARD DETAIL C-239.
B. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 310 AND 702.

. ASPHALTIC CONCRETE PAVEMENT:

A. THE THICKNESS SHALL BE A MIN. OF 4 INCHES, W/ 2-1/2" A19 OR A25 FOR BASE COURSE AND |-1/2" OF A12.5 FOR WEAR COURSE.
B. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 321 AND 710.

ADDITIONAL RIGHT-OF-WAY SHALL BE PROVIDED WHERE NECESSARY TO ACCOMMODATE DOUBLE LEFT TURN LANES OR RIGHT TURN

LANES WARRANTED BY TRAFFIC DEMANDS.

RAMP END OF MEDIAN PER COC STANDARD DETAIL C-225.

. MEDIAN LANDSCAPE AREA SHALL BE PER DETAIL NO. 24 OF COC GUIDELINES FOR LANDSCAFPING AND IRRIGATION OF RIGHTS-OF-WAY.

(MOUNDING IN MEDIAN NOT PERMITTED.)
0.2% MINIMUM LONGITUDINAL GRADE ALLOWED.

C-205 CITY OF
REPLACES

22

DETAIL NO.

- C-205

CHANDLER MINOR ARTERIAL STREET

STANDARD TYPICAL CROSS SECTION




: |
| | 45' RW TYP. ;
= | i
| :
: | |
I 5.5' By 28 B/C TYP. 1.5 BICTYP. i
MAG 230 :
MAG 230 |
: A MRE
|1.5% MIN. —— -— 2% 2% 4

| ERFER 3

MAG 220 'A' j

MAG 220 'A' j L
4' SIDEWALK TYP.

MAG 222 'A BOTH SIDES

NOTES:

»

. THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD SPECIFICATIONS, SEC. 301 .
. BASE COURSE:

A. THE THICKNESS SHALL CONFORM TO COC STANDARD DETAIL C-240.

B. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 310 AND 702.

ASPHALTIC CONCRETE PAVEMENT:

A. THE THICKNESS SHALL BE A MIN. OF 2 INCHES OF Al2.5 MM EVAC MIX.

B. A PRESERVATIVE SEAL COAT CONFORMING TO MAG STANDARD SPECIFICATIONS 334, AND SHALL BE EMULSIFIED ASPHALT GRADE
55-1H PER MAG STANDARD SPECIFICATIONS, SEC. 713.

C. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 321 AND 710.

WHEN IN THE BEST INTEREST OF THE CITY, THE PUBLIC WORKS DIRECTOR, OR DESIGNEE, MAY WAIVE SIDEWALK ON ONE SIDE OF ROADWAY.

RAMP END OF MEDIAN PER COC STANDARD DETAIL C-225.

6. MEDIAN LANDSCAPE AREA SHALL BE PER DETAIL NO. 24 OF COC GUIDELINES FOR LANDSCAPING AND IRRIGATION OF RIGHTS-OF-WAY.
(MOUNDING IN MEDIAN NOT PERMITTED.)
7. 0.2% MINIMUM LONGITUDINAL GRADE ALLOWED. {
DETAIL NO.
C-206 LR COLLECTOR STREET WITH MEDIAN | APPROVED
REPLAGES STANDARD TYPICAL CROSS SECTION T ENGINES C-206
23A DETAIL DATE: 2/2#{ 07 NTS




40' RAW TYP. | 40' RW TYP.

7.5'B/C TYP. 32.5'B/C TYP. 32.5'B/C TYP. 7.5'B/C TYP. |

MAG 230 |

| L., MAG230 .
MR
_— 2% b 2% — A
4' ATTACHED J LK—— MAG 220 ‘A MAG 220 'A j \— 4' ATTACHED
SIDEWALK TYP. SIDEWALK TYP.
BOTH SIDES BOTH SIDES

NOTES:

. THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD SPECIFICATIONS, SEC. 301.

2. BASE COURSE:
A. THE THICKNESS SHALL CONFORM TO COC STANDARD DETAIL C-240.
B. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 310 AND 702.
3. ASPHALTIC CONCRETE PAVEMENT:
A. THE THICKNESS SHALL BE A MINIMUM OF 2 INCHES OF Al 2.5 MM EVAC MIX.
B. A PRESERVATIVE SEAL COAT CONFORMING TO MAG STANDARD SPECIFICATIONS 334, AND SHALL BE EMULSIFIED ASPHALT
GRADE 55-1 H PER MAG STANDARD SPECIFICATIONS, SEC. 71 3.
C. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 321 AND 710.
4. WHEN IN THE BEST INTEREST OF THE CITY, THE PUBLIC WORKS DIRECTOR, OR DESIGNEE, MAY WAIVE SIDEWALK ON ONE OR BOTH
SIDES OF ROADWAY.
5. 0.2% MINIMUM LONGITUDINAL GRADE ALLOWED.
[
' DETAIL NO.
C-208 EANoLER INDUSTRIAL COLLECTOR STREET | APPROVED: .
REPLACES STANDARD TYPICAL CROSS SECTION ~ewneer <> C-208
24 DETAIL DATE: ?,(/-u:/ 7 e




| | 35' RAW TYP. |
: | :
| 6.5' I
5 22.5' B/C TYP. | B/C | 4 ;
| ' b 2 TYP
: YP. | ow | i
| MAG 230 |
: ! MAG 230
| —— 2% 2% — - |
NSO ek scens | DAY,
I | |
MAG 220 ‘A MAG 220 'A

BOULEVARD OPTION

NOTES:

I. THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD SPECIFICATIONS, SEC. 301.
2. BASE COURSE:
A. THE THICKNESS SHALL CONFORM TO COC STANDARD DETAIL C-24 | FOR RESIDENTIAL AREAS AND COC STANDARD DETAIL C-240
FOR ALL OTHER AREAS.
B. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 310 AND 702.
3. ASPHALTIC CONCRETE PAVEMENT:
A. THE THICKNESS SHALL BE A MINIMUM OF 2 INCHES OF R12.5 MM EVAC MIX.
B. A PRESERVATIVE SEAL COAT CONFORMING TO MAG STANDARD SPECIFICATIONS 334, AND SHALL BE EMULSIFIED ASPHALT
GRADE S5-I H PER MAG STANDARD SPECIFICATIONS, SEC. 71 3.
C. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 321 AND 710.
4. WHEN IN THE BEST INTEREST OF THE CITY, THE PUBLIC WORKS DIRECTOR, OR DESIGNEE, MAY WAIVE SIDEWALK ON ONE SIDE OF
ROADWAY OR ON BOTH SIDES IN INDUSTRIAL AREAS.
5. 0.2% MINIMUM LONGITUDINAL GRADE ALLOWED.
6. DUCTILE IRON WATER LINE UNDER STREET; METERS BACK OF WALK.

- DETAIL NO.
C-209 . | RESIDENTIAL COLLECTOR BOULEVARD APPROVED:%
REPLACES

<>
STANDARD TY ENGINEER C'209
25 DETAL TYPICAL CROSS SECTION oaTE: 2)20T0™ e




30' R\W TYP. |

| |
21' B/C TYP. I 7.5 B/ICTYP. i

MAG 230

! |

| 1.5% MIN —— —_2% 2% — =
g Tl

| R ) " RNz
_/F | ﬁ\_
MAG 220 ‘A MAG 220 ‘A

MAG 230 i
A MR

A

NOTES:

I. THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD SFPECIFICATIONS, SEC. 301.
2. BASE COURSE:
A. THE THICKNESS SHALL CONFORM TO COC STANDARD DETAIL C-24 | FOR RESIDENTIAL AREAS AND COC STANDARD DETAIL C-240
FOR ALL OTHER AREAS.
B. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 310 AND 702.
3. ASPHALTIC CONCRETE PAVEMENT:
A. THE THICKNESS SHALL BE A MINIMUM OF 2 INCHES OF R12.5 MM EVAC MIX.
B. A PRESERVATIVE SEAL COAT CONFORMING TO MAG STANDARD SPECIFICATIONS 334, AND SHALL BE EMULSIFIED ASPHALT
GRADE S5S-1 H PER MAG STANDARD SPECIFICATIONS, SEC. 71 3.
C. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 321 AND 710.
4. WHEN IN THE BEST INTEREST OF THE CITY, THE PUBLIC WORKS DIRECTOR, OR DESIGNEE, MAY WAIVE SIDEWALK ON ONE SIDE OF
ROADWAY OR ON BOTH SIDES IN INDUSTRIAL AREAS.

5. 0.2% MINIMUM LONGITUDINAL GRADE ALLOWED.
!

C-210 CITY OF in ] DETAIL NO.
REPLAGES CHANDLER RESIDENTIAL COLLECTOR STREET | ArPROVED b | C 210
STANDARD TYPICAL CROSS SECTION CITY ENGINEER -
NTS

DATE:
25B DETAL 2ze)oz




! I 33' RW TYP. !
. ' .
| . |
! 14.5' a/c| 21" B/C TYP. | 7.5' B/C TYP. |
| mAG 230 TYP. |
: [ MAG 230 i
| |
: A
b 1.5% MIN —m - 29 % — A M |
| . ‘W‘;T N\
MAG 220 ‘A —/: MAG 222 A j \— 4' SIDEWALK TYP.

MAG 220 'A
EXCEPT ON ARTERIALS

NOTES:

NoO Ok

8.

. THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD SPECIFICATIONS, SEC. 301.

BASE COURSE:

A. THE THICKNESS SHALL CONFORM TO COC STANDARD DETAIL C-242.

B. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 310 AND 702.

ASPHALTIC CONCRETE PAVEMENT:

A. THE THICKNESS SHALL BE A MIN. OF 2 INCHES OF R12.5 MM EVAC MIX.

B. A PRESERVATIVE SEAL COAT CONFORMING TO MAG STANDARD SPECIFICATIONS 334, AND SHALL BE EMULSIFIED ASPHALT GRADE
55-1H PER MAG STANDARD SPECIFICATIONS, SEC. 71 3.

C. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 321 AND 710.

WHEN IN THE BEST INTEREST OF THE CITY, THE PUBLIC WORKS DIRECTOR, OR DESIGNEE, MAY WAIVE SIDEWALK ON ONE SIDE OF ROADWAY.

NO PARKING 1S PERMITTED.

RAMP END OF MEDIAN PER COC STANDARD DETAIL C-225.

MEDIAN LANDSCAPE AREA SHALL BE PER DETAIL NO. 24 OF COC GUIDELINES FOR LANDSCAPING AND IRRIGATION OF RIGHTS-OF-WAY.

(MOUNDING IN MEDIAN NOT PERMITTED.)

0.2% MINIMUM LONGITUDINAL GRADE ALLOWED.

C-211 CITY OF
REPLACES STANDARD

DETAIL NO.

> C-211

CHANDLER LOCAL STREET WITH MEDIAN APPROVED:

26 TANDAS TYPICAL CROSS SECTION oure._2)zifs,




27.5' RAW TYP. |

17.5"B/C TYP. I B/C | 4

MAG 230

MAG 230

—~— 2% 2% —————

— ______-____I_O

MAG 220 'A MAG 220 'A

NOTES:

I

THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD SPECIFICATIONS, SEC. 301.

2. BASE COURSE:
A. THE THICKNESS SHALL CONFORM TO COC STANDARD DETAIL C-24 1 FOR RESIDENTIAL AREAS AND COC STANDARD DETAIL C-240
FOR ALL OTHER AREAS.
B. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 310 AND 702.
3. ASPHALTIC CONCRETE PAVEMENT:
A. THE THICKNESS SHALL BE A MINIMUM OF 2" OF R12.5 MM EVAC MIX.
B. A PRESERVATIVE SEAL COAT CONFORMING TO MAG STANDARD SPECIFICATIONS 334, AND SHALL BE EMULSIFIED ASPHALT
GRADE 55-1 H PER MAG STANDARD SPECIFICATIONS, SEC. 71 3.
C. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 321 AND 710.
4. WHEN IN THE BEST INTEREST OF THE CITY, THE PUBLIC WORKS DIRECTOR, OR DESIGNEE, MAY WAIVE SIDEWALK ON ONE OR
BOTH SIDES OF ROADWAY.
5. 0.2% MINIMUM LONGITUDINAL GRADE ALLOWED.
6. ALLOWED FOR MULTI-FAMILY DEVELOPMENTS, OR SINGLE FAMILY RESIDENTIAL DEVELOPMENTS WITH FRONTAGES LESS THAN 65'.
7. DUCTILE IRON WATER LINE UNDER STREET; METERS BACK OF WALK.
. (
C-212 CITY OF LOCAL BOULEVARD R | ] DETALNO.
REPLACES o oh WITH FRONTAGES LESS THAN 65' : “evonees s <pC=212
27A DETAIL TYPICAL CROSS SECTION ot 2zl NTS




| | 25' RW TYP. I
l ; |
| 17.5' B/C TYP. 7.5 BCTYP.
' I‘ S
|
i MAG 230 MAG 230 I
I ! .
: AW
L 1.5% MIN —sm ~ 2% 2% ———— A |
RN T B TR
MAG 220 'A MAG 220 'A! j — 4' SIDEWALK TYP.
BOTH SIDES

NOTES:
|. THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD SPECIFICATIONS, SEC. 301 .
2. BASE COURSE:
A. THE THICKNESS SHALL CONFORM TO COC STANDARD DETAIL C-242.
B. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 310 AND 702.
3. ASPHALTIC CONCRETE PAVEMENT:
A. THE THICKNESS SHALL BE A MINIMUM OF 2 INCHES OF R12.5 MM EVAC MIX.
B. A PRESERVATIVE SEAL COAT CONFORMING TO MAG STANDARD SPECIFICATIONS 334, AND SHALL BE EMULSIFIED ASPHALT
GRADE 55- I H PER MAG STANDARD SPECIFICATIONS, SEC. 71 3.
C. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 321 AND 710.
4. WHEN IN THE BEST INTEREST OF THE CITY, THE PUBLIC WORKS DIRECTOR, OR DESIGNEE, MAY WAIVE SIDEWALK ON ONE SIDE OF
ROADWAY.
5. 0.2% MINIMUM LONGITUDINAL GRADE ALLOWED.
6. IF ALL ABUTTING LOT FRONTAGES EXCEED &5', STREET WIDTH MAY BE REDUCED TO 32' (B.C.) AND ROW WIDTH MAY BE REDUCED TO 42"
7. IF ALL ABUTTING LOT FRONTAGES EXCEED 90', STREET WIDTH MAY BE REDUCED TO 29' (B.C.) AND ROW WIDTH MAY BE REDUCED TO 42
1
. DETAIL NO.
C-213 CEEJDSER LOCAL STREET APPROVED:&M
REPLACES STANDARD TYPICAL CROSS SECTION by O C-213
278 DETAIL DATE: 77’15 NTS




! 30 RAW TYP. |

1
- |
22.5' F/IC TYP. 7.5 B/C TYP.
|
1 '
|
| :
|
‘—’Gfl e 2% 2%—-—- 6:' —_—

1

NOTES:

|. THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD SFPECIFICATIONS, SEC. 301.
2. BASE COURSE:
A. THE THICKNESS SHALL CONFORM TO COC STANDARD DETAIL C-24 1.
B. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 310 AND 702.
3. ASPHALTIC CONCRETE PAVEMENT:
A. THE THICKNESS SHALL BE A MINIMUM OF 2" OF R12.5 MM EVAC MIX.
B. A PRESERVATIVE SEAL COAT CONFORMING TO MAG STANDARD SPECIFICATIONS 334, AND SHALL BE EMULSIFIED ASPHALT
GRADE S5-1 H PER MAG STANDARD SPECIFICATIONS, SEC. 71 3.
C. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 321 AND 710.
4. 0.2% MINIMUM LONGITUDINAL GRADE ALLOWED.

C-214 CITY OF . . DETAIL NO.

CHANDLER AGRARIAN COLLECTOR STREET APPROVED:
REPLACES Y ENGINEER C-21 4
STANDARD
28 DETALL TYPICAL CROSS SECTION DATE: 2/ AL NTS




| 50' RW !

7.5 35 7.5

RIBBON CURB RIBEON CURB

~— 2%

NOTES:

I

CONCRETE:
A. CURBING SHALL CONFORM TO MAG STANDARD DETAIL 220 TYPE 'B'.

. SUBGRADE:

A. THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD SPECIFICATIONS, SEC. 301.

. BASE COURSE:

A. THE THICKNESS SHALL CONFORM TO COC STANDARD DETAIL C-242.

B. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 310 AND 702.

ASPHALTIC CONCRETE PAVEMENT:

A. THE THICKNESS SHALL BE A MINIMUM OF 2 INCHES OF R12.5 MM EVAC MIX.

B. A PRESERVATIVE SEAL COAT CONFORMING TO MAG STANDARD SPECIFICATIONS 334, AND SHALL BE EMULSIFIED ASPHALT
GRADE S5-I H PER MAG STANDARD SPECIFICATIONS, SEC. 71 3.

C. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 321 AND 710.

0.2% MINIMUM LONGITUDINAL GRADE ALLOWED.

C-215 CITY OF
REPLACES

29

DETAIL NO.

>C-215

CHANDLER AGRARIAN LOCAL STREET

STANDARD TYPICAL CROSS SECTION




15.5' 30 19.5' 19.5' 30'

15.5'

1.5% SLOPE MIN.

0.025%t.

Y

6" MEANDERING
SIDEWALK IN R/W
AND EASEMENT

L~ 3" C3/4"OR Al -1/2" MIX A.C.

NOTES:

. CONCRETE
A. CURB AND GUTTER - MAG STANDARD DETAIL 220 TYPE ‘A",
B. MEDIAN CURB AND GUTTER - MAG STANDARD DETAIL 222 TYPE 'A'.
C. SIDEWALK - MAG STANDARD DETAIL 230.
D. ALL CONCRETE TO BE MAG STANDARD SPECIFICATION CLASS 'B'.
2. PAVING

A. AGGREGATE BASE COURSE
I. THICKNESS - COC STANDARD DETAIL C-239

2. MATERIAL - CONFORMING TO SECTION 702.2 MAG STANDARD SPECIFICATIONS.
B. ASPHALTIC CONCRETE
. THICKNESS - FOUR (4) INCH MINIMUM.
2. MATERIAL - 2-1/2" OF EVAC A19 OR A25 AND |-1/2" OF A12.5 FOR WEAR COURSE.

[

G"

&' TO BACK OF CURB
BIKE LANE ! g
| |2 | |12 |12 l 12 |

' TO BACK OF CURB
IKE LANE

| .5% SLOPE MIN.
‘———-’_‘_—_——

— 1" D1/2" MIX A.C. \t
A.B.C.

[

xR

6' MEANDERING
SIDEWALK IN R/W
AND EASEMENT

C-216 CITY OF ool ] DETAIL NO.
REPLACES LA OCOTILLO MAJOR ARTERIAL e C-216
NTS

105 DETAIL DATEMJL_Z@L_

hd \J




I
110" RW
|
RAW q RIW
| 30 8 | 8 30 |
' ‘
G' TO BACK OF CURB | ' TO BACK OF CURB !
BIKE LANE BIKE LANE
| |2 N |2
1.5% SLOPE MIN. "— ‘—‘ _ 1.5% SLOPE VN
0.025'kt. : ! _ 0.025YFT. <
S KA AR Q 5
%\\ NS Ny @I—E E 15: \¢ F@& ( ; « / ,«/,«%»
— 1" DI/2" MIX A.C. \t .
&' MEANDERING AB.C. G' MEANDERING

— 3" C3/4" OR Al-1/2" MIX A.C.

SIDEWALK SIDEWALK
IN RAV AND IN RAW AND
EASEMENT EASEMENT
NOTES:
. CONCRETE

A. CURB AND GUTTER - MAG STANDARD DETAIL 220 TYPE ‘A,
B. SIDEWALK - MAG STANDARD DETAIL 230.
C. ALL CONCRETE TO BE MAG STANDARD SPECIFICATION CLASS 'B'.
2. PAVING
A. AGGREGATE BASE COURSE
| THICKNESS - COC STANDARD DETAIL C-239
2. MATERIAL - CONFORMING TO SECTION 702.2 MAG STANDARD SPECIFICATIONS.
B. ASPHALTIC CONCRETE
|. THICKNESS - FOUR. (4) INCH MINIMUM.
2. MATERIAL - EVAC 2-1/2" OF A19 OR A25 WITH |-1/2" OF Al 2.5 FOR WEAR COURSE.

TYPE 222A FOR MEDIAN.

C-217 CITY OF DETAIL NO.
CHANDLER
REPLACES A OCOTILLO MINOR ARTERIAL C-217
1 06 DETAIL NTS




66

¢

48' ROADWAY

9|

24'B/C | 24' B/C

|
|
T

|

I.5% SLOPE MIN.

0.02YFT. MIN.

1
PRESERVATIVE SEAL l
‘l ! 0.02//FT. MIN.

I

7 ,« 7

BTN By 72T
/\\7\\/’,\\)§‘ \<\\ \»'/y
4' MEANDERING

#

SIDEWALK . A4 ASPRALT 4' MEANDERING
IN R/W AND SIDEWALK
EASEMENT IN RAW AND
EASEMENT
NOTES:
wa RI’W _ |. CONCRETE
L ARTERIAL /" A. CURB AND GUTTER - MAG STANDARD DETAIL 220 TYPE ‘A.
| 13ORW /:' &, B. SIDEWALK - MAG STANDARD DETAIL 230.
i TS 3 C. ALL CONCRETE TO BE MAG STANDARD SPECIFICATION CLASS 'B.
! Y 2. PAVING
! ( [/ A. AGGREGATE BASE COURSE
| l | ’ | . THICKNESS - CITY OF CHANDLER STANDARD DETAIL C-240
! 33 | 33 2. MATERIAL - CONFORMING TO SECTION 702.2 MAG STANDARD SPECIFICATIONS.
| o B. ASPHALTIC CONCRETE PAVEMENT - MIX DESIGNS PER EAST VALLEY ASPHALT
| ! 130 | 3% | COMMITTEE (E.V.A.C.):
: I 5 | . THICKNESS - FOUR (4) INCH MINIMUM.
i ! i | 2. MATERIAL - 2-1/2" OF A-19 MM FOR BASE AND | -1/2" OF A-12.5 FOR
| RAW SURFACE COURSE.
: ! C. PRESERVATIVE SEAL CONFORMING TO MAG STANDARD SPECIFICATION 334, AND SHALL BE
| EMULSIFIED ASPHALT GRADE SS-1 H PER MAG STANDARD SPECIFICATIONS, SEC. 717.
3. WHEN IN THE BEST INTEREST OF THE CITY, THE PUBLIC WORKS DIRECTOR, OR DESIGNEE,
MAY WAIVE SIDEWALK ON ONE SIDE OF ROADWAY.
C-218 CITY OF . DETAIL NO.
REPLACES CHNDUER OCOTILLO COLLECTOR STREET ' ~C-218
108 DETAIL DATE NTS




] ]
| I 14.5'B/C | 12 | |12 | 14.5' B/C | |
5 l | I ’ ‘ | .5% SLOPE MIN.
, : 0.025YFT.
i . TSN, e — <
- R IENE] | a7 AR
5' MEAN [ DIZTMXAC, \\t 5' MEANDERING
' DERING — L . ; A.B.C. '
SIDEWALK. 3" C3/4" OR Al-1/2" MIX A.C. SIDEWALK.
IN RAW AND IN RAW AND
EASEMENT EASEMENT
NOTES:
|. CONCRETE

A. CURB AND GUTTER - MAG STANDARD DETAIL 220 TYPE 'A". TYPE 222A FOR MEDIAN
B. SIDEWALK - MAG STANDARD DETAIL 230
C. ALL CONCRETE TO BE MAG STANDARD SPECIFICATION CLASS 'B
2. PAVING
A. AGGREGATE BASE COURSE
|. THICKNESS - CITY OF CHANDLER STANDARD DETAIL C-239
2. MATERIAL - CONFORMING TO SECTION 702.2 MAG STANDARD SPECIFICATIONS
B. ASPHALTIC CONCRETE
I. THICKNESS - FOUR (4) INCH MINIMUM
2. MATERIAL - 2-1/2" OF EVAC A19 OR A25 FOR BASE W/ |-1/2" OF Al2.5 FOR WEAR COURSE.

N (i

C-219 CITY OF o . , DETAIL NO.
REPLACES STANDARD OCOTILLO ENTRY ROAD T EnoneE C-219
NTS

109 DETAIL DATES I\

%4 J




| | 27' RIW TYP. |

i 5 i
| &' B/C TYP. | B/C I 4 :

o 2' TYP.
TYP.| sw !

MAG 230 MAG 230

TPV,
|
MAG 220 'A

—~~— 2% 2% ——=

MAG 220 'A'

NOTES:

l.
2.

THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD SPECIFICATIONS, SEC. 301 .

BASE COURSE:

A. THE THICKNESS SHALL CONFORM TO COC STANDARD DETAIL C-24 | FOR RESIDENTIAL AREAS AND COC STANDARD DETAIL C-240
FOR ALL OTHER AREAS.

B. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 310 AND 702.

ASPHALTIC CONCRETE PAVEMENT:

A. THE THICKNESS SHALL BE A MINIMUM OF 2" OF R12.5 MM EVAC MIX.

B. A PRESERVATIVE SEAL COAT CONFORMING TO MAG STANDARD SPECIFICATIONS 334, AND SHALL BE EMULSIFIED ASPHALT
GRADE 55-1 H PER MAG STANDARD SPECIFICATIONS, SEC. 713.

C. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 321 AND 710.

4. WHEN IN THE BEST INTEREST OF THE CITY, THE PUBLIC WORKS DIRECTOR, OR DESIGNEE, MAY WAIVE SIDEWALK ON ONE OR
BOTH SIDES OF ROADWAY.
5. 0.2% MINIMUM LONGITUDINAL GRADE ALLOWED.
6. ALLOWED ONLY FOR SINGLE FAMILY RESIDENTIAL DEVELOPMENTS WITH FRONTAGES OF 65' TO 90'.
7. DUCTILE IRON WATER LINE UNDER STREET; METERS BACK OF WALK.
DETAIL NO. CITY OF LOCAL BOULEVARD DETAIL NO.
C-221 R WITH FRONTAGES OF 65' TO 90 C-221
NTS DETAIL TYPICAL CROSS SECTION NTS




| | 25' R\W TYP. |

i 5 |
: | 4.5' B/C TYP. IB/C| 4 | :
| L . f=—1.5'TYP.

TYP.| SW ,

I
——MAG 230

~ 2% 2% !
TPV,

1 nre A7 el {
|—:\; |
MAG 220 'A

MAG 230

MAG 220 'A

NOTES:

| . THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG STANDARD SPECIFICATIONS, SEC. 301.
2. BASE COURSE:
A. THE THICKNESS SHALL CONFORM TO COC STANDARD DETAIL C-24 | FOR RESIDENTIAL AREAS AND COC STANDARD DETAIL C-240
FOR ALL OTHER AREAS.
B. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 310 AND 702.
3. ASPHALTIC CONCRETE PAVEMENT:
A. THE THICKNESS SHALL BE A MINIMUM OF 2" OF R12.5 MM EVAC MIX.
B. A PRESERVATIVE SEAL COAT CONFORMING TO MAG STANDARD SPECIFICATIONS 334, AND SHALL BE EMULSIFIED ASPHALT
GRADE 95-1 H PER MAG STANDARD SPECIFICATIONS, SEC. 71 3.
C. ALL CONSTRUCTION AND MATERIALS SHALL CONFORM TO MAG STANDARD SPECIFICATIONS, SECS. 321 AND 710.
4. WHEN IN THE BEST INTEREST OF THE CITY, THE PUBLIC WORKS DIRECTOR, OR DESIGNEE, MAY WAIVE SIDEWALK ON ONE OR
BOTH SIDES OF ROADWAY.
5. 0.2% MINIMUM LONGITUDINAL GRADE ALLOWED.
6. ALLOWED ONLY FOR SINGLE FAMILY RESIDENTIAL DEVELOPMENTS WITH FRONTAGES GREATER THAN 20'.
7. DUCTILE IRON WATER LINE UNDER STREET; METERS BACK OF WALK.

DETAIL NO. CITY OF LOCAL BOULEVARD PPROVED, DETAIL NO.
C-222 CHANDLER | WITH FRONTAGES GREATER THAN 90' | = C-222
NTS DETAIL TYPICAL CROSS SECTION oaTE__ 2 /2009 NTS




M 325
20" x 20'
CORNER CUTOFF
N 14 \ 4
150 { I5:1 TAPER i] - - ==
T
- 0| - O —— R —_ —_— —_— —_ 0 o) —_
b= > 200" : 150 | S
M -
a- ——— — | \ - NS iy )
_ _ _ _ ol % _ 20 _ . _
5 20 i g &
N~ 0
BUS BAY
qj& —_— e — — s e e —— e — — — e —
-\5\/,P ________\7—___! RW
60.5' /< SEE C-230 FOR BUS BAY DETAILS
20 x 20'
75

CORNER CUTOFF

* ALL DIMENSIONS TO BACK OF CURB

*%* REFER TO COC STANDARD DETAILS C-618 AND C-623

200 |

FOR PAVEMENT MARKING AND SIGNING

DETAIL NO.

C-223

CITY OF
CHANDLER
STANDARD

DETAIL

STANDARD MAJOR ARTERIAL/MAJOR ARTERIAL

INTERSECTION RIGHT-OF-WAY, AND
STREET DIMENSIONS

APPROVE
ITY ENGINEER
DATE: Z/zb 57

DETAIL NO.

C-223

PAGE | OF 2




325

15:1 TAPER

| 20' x 20"
75 | / CORNER CUTOFF
]. | 50' RIGHT TURN BAY

G
i
i 285"
|
|
|
|

NOTES:
50 : | TAPERS FOR REDIRECTION OF THROUGH LANES
|5 : | TAPERS FOR RIGHT TURN BAY APPROACHES

50:1 LANE SHIFT

300

TYP.

CONCRETE BUS —
BAY C.O.C. STANDARD
DETAIL C-230 %

* 200

50: 1 LANE SHIFT ¢ E/P TAPER
300

* WHERE COMBINATION BUS BAY/RIGHT TURN DECELERATION

LANE 1S PROVIDED, 75' HALF ROW SHALL EXTEND FULL
LENGTH OF DECELERATION LANE.

* % ADDITIONAL 5' X 30" EASEMENT SHALL BE REQUIRED OF
DEVELOPER FOR BUS SHELTER PAD.

* % % 66.5' B/C AND 2.5' FOR INTEGRAL BUS BAY/DECELERATION LANE,
SEE C.O.C. STANDARD DETAIL C-231.

* %k Kk REFER TO COC STANDARD DETAIL C-619 AND C-623 FOR
PAVEMENT MARKING AND SIGNING.

A (\ Vsl \

C-223
REPLACES

18A

CITY OF ULTIMATE MAJOR ARTERIAL/MAJOR ARTERIAL . DETAIL NO.
APPROVED: 1
Q AR INTERSECTION RIGHT-OF-WAY, cE-223
. ¢
K/ \ STREET DIMENSIONS DATE:_ & PAGE 2 0F 2




* REFER TO COC DETAIL C-620 FOR PAVEMENT
MARKING AND SIGNING

7/
_ //
8)
E— —_— a] — 8] — o a]  — o —_— o —
= _ ok
—_— o i u] u] u] u] o 0
f
C-224 CITY OF DETAIL NO.
CHANDLER MAJOR ARTERIAL APPROVED: %
REPLACES STANDARD DECELERATION LANE Y ENGINEER D C-224
18B DETAIL DATE ‘2/219/ 7 NTS




— CONCRETE PAVERS PER C.O.C. STANDARD DETAIL #C-237, OR 4"
THICK, CLASS "B" MAG. SPEC. SEC. 725. RUNNING BOND PATTERN
RED IN COLOR. COORDINATE W/ CITY LANDSCAPE ARCHITECT.

— G A‘—
@\o
K>
1 N\
Y I
L L
n O
——1— °8 —— T — - ——-—§
0 O
N
Adt—
_ \ BULLNOSE TO BE
R=250"MIN. PAINTED TRAFFIC
YELLOW TO 1O
BEYOND END
| OO' MIN. NON ARTERIAL INTERSECTION
200" MIN. APPROACH TO ARTERIAL INTERSECTION
* TAPER LENGTH L' = 3 - WHERE W' 1S TURN LANE WIDTH
IN FEET AND 'S' IS DESIGN SPEED IN MPH. MINIMUM L' = 1 00O'
5' OR LENGTH OF RADIUS,
3' MIN.
WHICHEVER IS LARGER
o o
) , N
( - = S0 RS | MAG 222 TYPE ‘A
— o s
) o s RO
© o \// N
"y §7’ \\\//\ )
. N
v K X/
RSN INT NS 0T SN N 0T SN SN S ) NSNS Q*/
KR RO KGR N

END OF MEDIAN RAMP

C-225 CITY OF o DETAIL NO.
CHANDLER
REPLACES LR GENERAL MEDIAN DESIGN C-225
37 DETAIL DAT NTS




MEDIAN CURB
MAG DTL 222-A

REFLECTIVE PAVEMENT MARKERS 25' O.C.

TURN LANE STRIPES (WHITE, &") 250'R
I'R. B
,,/_ R.BC \ //_
V% _ 250' R MIN.
i \<\ A%) N (— { / MEDIAN CURB 5
- 45R -
~ & B MAG DTL 222-A |
100’ 150
5 BC—
3 50'
NOTE: ALL DIMENSIONS ARE TO
BACK OF CURB (B/C).
DETAIL NO. CITY OF A DETAIL NO.
CHANDLER "LEFT IN ONLY" MEDIAN DESIGN APPROVED w
C -226 STANDARD 16' WIDE MEDIAN dJJY ENGINEER \m -22 6
NTS DETAIL DATE: 2/26/07 NTS




REFLECTIVE PAVEMENT MARKERS 25' O.C.

MEDIAN CURB 8" WHITE LINE 50
[ MAG DTL 222-A
coor—"
W (6N
Q Q
MEDIAN CURB -
< MAG DTL 222-A  ROADWAY ¢ f
| 00 150
W CURBS PAINTED YELLOW
2 WITH REFLECTORS
N /
NOTE:
ALL DIMENSIONS TO BACK OF CURB.
DETAIL NO. CITY OF DETAIL NO.
C-227 Q o "LEFT IN ONLY" MEDIAN DESIGN C-227
- ]
aTan STANDARD 40' WIDE MEDIAN
NTS PETAIL NTS




ROADWAY CENTER LINE —/

VARIES

WIDTH VARIES

I'5'R. MIN.

4' S\W

SIDEWALK RAMP
PER MAG DETAIL B A _]
23 1A, EACH CORNER
_ § 20" 20
= =
=9 MIN MIN
O w
wy
18]
4' S\W N
N
;?
2|8
3|9 20 20
O w
M {}j MIN. MIN.
GATE
(SEE NOTES 3 ¢ 4)

NOTES :

EDGE OF PAVEMENT
OF FACE OF CURB
(TYP. EACH SIDE)

MAIL BOXES NOT
ALLOWED IN CENTER
OF DRIVEWAY

GATE CONTROL MECHANISM

I'5'R. MIN.

I. DRIVEWAY MAX. WIDTH = 45 FEET IN STREET R/W.

2. SETBACK REQUIREMENT BY NUMBER OF RESIDENTIAL UNITS:

NUMBER OF UNITS

‘ D MIN.

LESS THAN 100
101 TO 150

151 TO 200
GREATER THAN 200

40'

10

&0
100!

D MIN.
(SEE NOTE 2)

—

ULTIMATE RIGHT-OF-WAY’
WIDTH PER C.O.C. STANDARDS

* REFER TO TECHNICAL DESIGN
MANUAL NO. 4 FOR OTHER
RADII OPTIONS

GATE INSTALLED AT BEGINNING OF |5' RADIUS.
30' MIN. DIMENSION FROM CENTERLINE OF GATE CONTROL
MECHANISM TO FACE OF GATE.

5. WHERE MORE THAN ONE ENTRY IS PROVIDED, D MIN MAY BE
REDUCED WITH APPROVAL OF CITY ENGINEER. '

ELECTRICAL CONTROLLED GATES SHALL BE EQUIPPED WITH AN

AUTOMATIC OPENING PRE-EMPTION DEVICE, TIMED TO REMAIN
OPEN FOR 30 MINUTES, AND A KNOX KEY SWITCH OVERRIDE
LOCATED AT THE GATE CONTROL MECHANISM.

DETAIL NO. CITY OF DETAIL NO.
Q CHANDLER TYPICAL DRIVEWAY ACCESS TO | APPROVED: ,
C-223 STANDARD PRIVATE GATED COMMUNITY Y ENGINGER C-228
| s K/ \ S DATE: _/f- /T~ P9 NTS




4" EDGE LINE (WHITE)/

DOUBLE YELLOW CENTERLINE -

/ R

=0

— ‘-7_-:{—;'—_&!‘:9_/_- p—

— o'

—— 100 orening ——L

/

12

THROUGH LANE REDIRECTION TAPER (S X W)

NOTE:

T
MATCH TO BOTTOM LEFT

BOTH SID ]
( £3) 100" LEFT TURN LANE
4" EDGE LINE (WHITE)
8" TURN LANE LINES (WHITE)
l-
I
O
ol
o ]
o 4" EDGE LINE (WHITE)
|— \
2
8 _/— DOUBLE YELLOW -
—| 2' —_ J— p— ——————————————
(:5 | 7[ Lo
=l 2'
|—
g THROUGH LANE REDIRECTION TAPER (S X W)
2 (BOTH SIDES) 4" EDGE LINE (WHITE)

FOR SPEED LIMIT LESS THAN 40 M.P.H. USE 100" TURN LANE ENTRY

o |

DETAIL NO.

C-229

CITY OF
CHANDLER
STANDARD

DETAIL

LEFT TURN BAY ON TWO-LANE ROADWAY
(TEMPORARY WIDENING, CROSS

STREET ON ONE SIDE ONLY)

] {  DETAIL NO.
APPROVED, L
ITY ENGINEER C-229
NTS

DATE® ,,.“4,‘;,‘ 1] . 2002

U/




DIRECTION OF TRAFFIC —p»

70' MIN. 65' MIN. 40' MIN.
o s W e A RowNe B
R R . S I B RSO
— | \ —
O— ! ! i ! : !
— ol e _
{ 1 I I
GI
NEW A.C. PAVEMENT
fe f . SIDEWALK MAG STD. DET. 230
0.5' 1
. s0 |
PLAN VIEW A BUS SHELTER PAD
I.5 o 6 | &' |
' (TROWEL FINISH) BROOM FINISH ‘ BUS SHELTER PAD
I' (BROOM FINISH) e m— S OIS
™ | SRR

NEW A.C. PAVEMENT

NOTES:

SECTION

A-A

MAG STD. DET. 222 TYPE ‘A’

EXPANSION JOINT FILLER SHALL BE /2" BITUMINOUS PREFORMED EXPANSION JOINT FILLER ASTM D-1751. (FULL &" DEPTH.)

l.
2. PROVIDE CONTRACTION JOINTS AT 25' MAX. SPACING.
3. ALL CONCRETE TO CONFORM TO MAG SPECIFICATION, SEC. 725. (CLASS 'A' FOR PAVEMENT.)
4. PLACE A COMBINATION CLEAR CURING COMPOUND AND WEATHER SEALER ON FINISHED SURFACE.
5. THE SUBGRADE SHALL BE PREPARED IN ACCORDANCE WITH MAG SPECIFICATION, SEC. 301.
REPLACES LR CONCRETE BUS BAYS ' , C-230
118 ﬂw DETAIL DATE: NTS




F/C j

RIGHT TURN/DECELERATION LANE

FOR DRIVEWAYS

FIC —

* %

SEE

100" MIN

NOTE |

| F/C

* WS
TAPER LENGTH L = —%— , WHERE W IS TURN LANE WIDTH

3

IN FEET AND S IS POSTED SPEED IN MPH. MINIMUM L = 1 0O0O'

*

SEE NOTE 4
]

* I 2' F/C FOR ARTERIAL WITH BIKE LANE

ALIGN CONCRETE EDGE
WITH THE LIP OF GUTTER

F/IC

of% . \\

70'

OSORN

L
br f— 30'—
190' MIN

N N

INTEGRAL BUS BAY/DECELERATION LANE

NOTES:

//

la— F/C

| . USE MAG STANDARD DETAIL 250 OR 251 FOR ENTRANCE, CURB AND SIDEWALK CONFIGURATION. RECOMMENDED DRIVEWAY
DIMENSIONS ARE SPECIFIED IN TECHNICAL DESIGN MANUAL NO. 4, TABLE 7.
2. MAINTAIN NORMAL CROWN THROUGHOUT ENTIRE CROSS-SECTION. A VALLEY GUTTER IS NOT ALLOWED BETWEEN THE THROUGH

LANE AND THE RIGHT TURN/DECELERATION LANE, OR IN THE BUS BAY/DECELERATION LANE.

3. THE SIDEWALK 1S TO BE CONSTRUCTED ADJACENT TO THE BACK OF CURB FOR THE ENTIRE LANE LENGTH, BUS BAY/DECELERATION LANE ONLY.
4. BUS BAY / DECELERATION LANE TO BE CONSTRUCTED OF &" MINIMUM CLASS A CONCRETE, OVER &" AB (MAG 725).

Va

C-231 CITY OF

REPLACES STANDARD
38 DETAIL

CHANDLER RIGHT TURN/DECELERATION LANE

FOR DRIVEWAYS

APPROVED;

DATE: &

DETAIL NO.

C}TY ENGINEER

1

C-231

[




- ~."\‘
-~ 77 N
l/' “\
/ | \
i L sow
' RI :
\ !
“\ 1 /.
\“ \ I ’ RZ
N N
I
R- 50' MINIMUM (RW) N /] | 400
RI - 44 1/2' MINIMUM ROADWAY (B.O.C.) N 1 MAX
R2 - 25' MINIMUM ROADWAY (B.O.C.) N ' 2B
N ]
N Zn
N ! 2
N 28
N 78
N I
\ / 1
N 5
N| ]
N 78
N /|
N| 1L
———— W — N | % N — I
NOTES /.
| . CONCRETE: CITY OF CHANDLER STANDARD DETAIL C-21 3.
2. PAVING: CITY OF CHANDLER STANDARD DETAIL C-213.
3. SIDEWALKS REQUIRED. CITY OF CHANDLER STANDARD DETAIL C-213.
C-232 CITY OF rROVED DETAIL NO.
CHANDLER = .
REPLACES STANDARD CUL-DE-SAC Y ENGINEER C -2 32
41 DETAIL DATE:_//-/F- FF NTS




CONTRACTION OR
CONSTRUCTION JOINT

*FZI =

MAG STD DTL
220 TYPE'A'OR 'C'

DEPRESS GUTTER LIP

fL 1" DEPRESSION

17.5',
OR 22.5 MAG STANDARD
! DETAIL 240
15.5'
| OR20.5" :
| e
. 7
TV T[T TN
\ ! 1 :I
I P 4 | ! & I"DEPRESSION -~
18 1 P 1 7
| ! 1 |! \\
VT ._I"‘ "EZ—*L {
1 H Ll 1~
BT 1 Hnie.
1 14 1 T
1 ! | |1
1 ! l 1 1
1 ! 1 |

| |=— 3 VALLEY GUTTER
i (IF REQUIRED)

i EXPANSION JOINT

PER SECT. 729

~ 4'. N * | "

T
l._ SEE NOTE 6

NOTES:

N OO -

SECTION A-A REQUIRED WITH &' VALLEY GUTTERS AT MIDBLOCK ONLY.

8' VALLEY GUTTER IN MIDBLOCK USES SAME JOINTING AS AT INTERSECTION.
&' MIDBLOCK VALLEY GUTTER IS TO BE USED ON LOCAL AND MINOR COLLECTOR STREETS ONLY.
ALL CONCRETE TO BE CLASS 'B' UNLESS OTHERWISE APPROVED. (SECT. 725)
EITHER CONSTRUCTION JOINT OR CONTRACTION JOINT IS REQUIRED AT CENTER LINE OF STREET.
A SEPARATE CONCRETE PAD 1S REQUIRED WHEN VALLEY GUTTER IS POURED HALF AT A TIME.

8' VALLEY GUTTER IS TO BE USED AT ALL COLLECTOR STREET INTERSECTIONS WITH ARTERIAL

CONTRACTION JOINT;

SEE NOTE 6

T

I
i
i i i i
i ' f i i
i , 8-9" 1 1 1
i OR11-3" | 8 i |
i i i | i
1 1 1 [ B
, _..\_\_.._E.._.._.._.._......_.E_.._.._.._.._.. ..i_.._._..i..._,? -
1
A | A ; i . ;
: ]
! 1 ! 1 I/A'f
§ i R ]
6" —] L=t ! i P
! M 1 1 1
i MINOR COL. 20.5'
'J LOCAL STREET 15.5' \
2 CONTRACTION OR

CONSTRUCTION JOINT

MID-BLOCK

EXPANSION JOINT
PER SECT. 729

SECTION A-A

STREETS WHERE VALLEY GUTTERS ARE REQUIRED OR AS DIRECTED BY THE CITY ENGINEER.

C-233

REPLACES
42

CITY OF
CHANDLER
STANDARD

DETAIL

VALLEY GUTTER

APPROVED: .
ITY ENGINEER

DATE: //-/P-9F

DETAIL NO.

C-233




14 ft (TYP)

.00
(TYP.)

0.24" 0.25% 0.25'

Qe o 6.00 2.o'.l
N
- % 14.00
(I ) WHITE CROSS SECTION A-A
MARKINGS
NE AL
CENTERLINE ~ — E A \\ Lt yan
OF ROADWAY DT /SPEED ™
1_ VARIES NHUMPS 7
—— MILL PERIMETER AC.SEENOTEG
— 2' WIDE, 3/4" DEEP | on
EDGE OF ‘ ,:;\ 2 1
PAVEMENT | ,, b
»z CURB— = r 20
EXISTING CENTER OF FACE 2'x3/4" MILL \ 'M.P.H.
GUTTER TRAVEL LANE MILL 3/4 ) et ] \Crack coat '
] R17-1 W/ SUPPLEMENTAL PLATE TO BE
/ I I CROSS SECTION B-B INSTALLED APPROX. 150" IN ADVANCE OF
CURB SIDEWALK ﬁ—' APPROACH TO FIRST HUMP (TYP.), AT OR
| - . NEAR RESIDENTIAL PROPERTY LINE, WHEN
3M 5730 STAYMARK WHITE REFLECTORIZED CITY ROW, OR ON STREET LIGHT POLE.
LA TAPE OR BRITE-LINE 2000 WHITE INTERSECTION
PLAN VIEW PAVEMENT MARKING TAPE OR EQUAL IF
APPROVED BY THE TRANSPORTATION
STUDIES MANAGER.
NOTES: -

l
2
3.
4
5

. THE EXISTING ROADWAY SHALL BE MILLED TO A DEPTH OF 3/4",

DO NOT INCLUDE THE 3/4" MILLING.

~N 0O

. HUMPS MUST BE THE FULL 0.25' FOR MAXIMUM EFFECT BUT SHALL NOT EXCEED O.27".

. HUMPS CONSTRUCTED OVER 0.27' SHALL BE CORRECTED AT THE CONTRACTORS EXPENSE.
CROSS-SECTION ELEVATIONS SHALL HAVE A MAXIMUM TOLERANCE OF + 0.02".

. SPEED HUMPS SHALL NOT BE PLACED OVER MANHOLES, WATER VALVES, JUNCTION STRUCTURES, ETC.
AROUND THE PERIMETER AS SHOWN. CROSS SECTION DIMENSIONS

. HUMP SHALL BE CONSTRUCTED WITH A1 2.5 MM EVAC MIX. A TACK COAT SHALL BE APPLIED PRIOR TO APPLICATION OF PAVEMENT.
. SPEED HUMPS SHALL BE PLACED AT LOCATIONS APPROVED BY TRAFFIC ENGINEERING.
. CONTACT TRAFFIC ENGINEERING (782-3454) ONE WEEK PRIOR TO INSTALLATION TO COORDINATE PAVEMENT MARKINGS AND SIGNING.

DETAIL NO.

C-234

CITY OF
CHANDLER
STANDARD

DETAIL

14' SPEED HUMP

APPROVED:

DETAIL NO.

DATE:

> C-234




a 4

i
e
4' - [\ CONCRETE
5' 5 | VALLEY GUTTER
2 ZELIRN = ‘ ! MAG STD DTL 240
i il (. AN STREET CROWN .55
L] I ,
AN _T [ I / \'\
AN I pl / _
i C
N\ Z —H
N b LIP OF GUTTER 2 L,
CROWN RUN-OUT —=—
I_>A
SECTION B-B
PLAN VIEW
W W
I—STREET CROWN
—=—"Tio —=L S
L 2 " TRE=--__ _
\H’
S| =0.02 /it —Ho
S =0.005 ft/fit SECTION A-A
H)p =Wx9
Hp=Wx5p
H3=Wx (3, - Sp) $ Hz=H,-Ho
DETAIL NO. CITY OF . DETAIL NO.
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INTERLOCKING PAVERS
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1" SAND LEVELING COURSE

R

(PAVING BLOCKS ONLY)

COMPACTED SUBGRADE

CLASS 'A' CONCRETE SLAB

NOTES:

WITH NO. 6-6'X6" EWWM
PER MAG SPEC. SEC. 725

I

I 2" MINIMUM CONCRETE RIBBON TO BE PLACED ON THE SIDES AND AT THE BEGINNING AND END OF PAVERS.

2. PROVIDE CITY STONE II, OLD TOWN BLEND PAVER AND PATTERN.
3. DEVELOPER SHALL SUPPLY THE CITY 100 EACH REPLACEMENT PAVERS.

]

C-236 CITY OF INTERLOCKING PAVING BLOCKS ‘ "'71‘ | pETALNO.
CHANDLER APPROVED; U
REPLACES % S AND DECORATIVE CONCRETE G eoreer. 2P =236
14A DETAIL TRAVELED SURFACE DATE: 2/%/07 NTS




INTERLOCKING PAVERS

P
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R RN N TR R 7RI,
N QNN NN NN
DAY \//\ \\//\\//\\/,
/N (\ X I" SAND LEVELING COURSE
(PAVING BLOCKS ONLY)
4" ABC BASE

COMPACTED SUBGRADE

NOTES:

. 12" MINIMUM CONCRETE RIBBON TO BE PLACED ON THE SIDES AND AT THE BEGINNING AND END OF PAVERS.
2. PROVIDE CITY STONE II, OLD TOWN BLEND PAVER AND PATTERN.
3. DEVELOPER SHALL SUPPLY CITY WITH 00 EACH REPLACEMENT PAVERS.

C-237 CITY OF INTERLOCKING PAVING BLOCKS . ] DETAIL NO.
CHANDLER APPROVED;
REPLACES ey AND DECORATIVE CONCRETE T ENGIN %ER C-237
14B DETAIL NON-TRAVELED SURFACE OATE:__Z/2.b /o] NTS




NOTE:

| . DECORATIVE CONCRETE SHALL BE COMMON BRICK PATTERN C
THICKNESS OF 8". DECORATIVE SURFACE SHALL BE 3000 Pl
WITHIN 4 HOURS OF THE BASE COURSE WITH A MINIMUM THICKNESS OF | - |/2" AND FINISHED IN ACCORDANCE WITH MANUFA

1 2' CONTINUOUS LEFT TURN LANE

RIBBON CURB
MAG DET. 220
(TYP. EA. SIDE)

DECORATIVE CONCRETE
PAVEMENT &" THICK
(SEE NOTE)

RECOMMENDATIONS. COLOR TO BE APPROVED BY CITY ENGINEER.

ELEV. SHOW ON PLANS

/— CURB & PAVEMENT
(TYP. EA. SIDE)

ONSTRUCTED IN ACCORDANCE WITH MAG SPEC. 340 WITH A MINIMUM
MIX (6 SACK MIN.) IF NOT POURED MONOLITHICALLY IT SHALL BE POURED
CTURERS

C-238
REPLACES
14C

CITY OF
CHANDLER
STANDARD

DETAIL

DECORATIVE CONCRETE AT GRADE
TRAVELED SURFACE

Y ENGINEER

oATE:_N- /9~ 99

DETAIL NO.

C-238




BASE THICKNESS CHART

E NOTES:
E 1. TOP 6" OF BASE SHALL BE ABC.
t BALANCE SHALL BE ABC OR SELECT
6 MATERIAL.
|-_' 2. MINIMUM DEPTH OF FLEXIBLE BASE
) COURSE REQUIRED UNDER 4" (MIN.)
j BIT. SURFACE.
o
Oy—70 20 30 40 50 60 70 80 90 100
% PASSING 200 SIEVE

- . DETAIL NO.

gpii:s % AN ER DEPTH OF BASE COURSE APPROVED;QQFM; C-239
STANDARD Y ENGINEER -
a3 TANDAR MAJOR & MINOR ARTERIALS onTE L/ 19-99 “




BASE THICKNESS CHART

50
a2/
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40
24 e
n S
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a . T~ NOTES:
> 30 21 NN
- — N |. TOP &" OF BASE SHALL BE ABC.
- a [ BALANCE SHALL BE ABC OR SELECT
= — Gt N MATERIAL.
0 20 N N
= 15" T N 2. MINIMUM DEPTH OF FLEXIBLE BASE
) e \‘ COURSE REQUIRED UNDER 2" (MIN.)
3 T~ < BIT. SURFACE.
B o 12" A Y
N\
. N\
™\ N\
0 A AN
0O 10 20 30 40 50 60 70 80 90 100
% PASSING 200 SIEVE
C-240 CITY OF DEPTH OF BASE COURSE APPROVED_B b % DETAIL NO.
REPLACES s NON RESIDENTIAL COLLECTOR P eneineer C-240
34 DETALL & LOCAL STREETS oate: /=/7- 77 NTS




BASE THICKNESS CHART
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0 20~ 13 U O AN MATERIAL.
- e e e 1 11;.-\?'\‘\~Q A\ 2. MINIMUM DEPTH OF FLEXIBLE BASE
) R~ T \ \\\ COURSE REQUIRED UNDER 2" (MIN.)
3 N e N N \ BIT. SURFACE.
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- DETAIL NO.
C-241 CHANDLER DEPTH OF BASE COURSE APPROVED: .
REPLACES STANDARD Al ITY ENGINEER C"241
a5 ADARD | RESIDENTIAL COLLECTOR STREETS |oue. /4 /- 7 o




BASE THICKNESS CHART
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< - \; |. TOP 6" OF BASE SHALL BE ABC.
- o BALANCE SHALL BE ABC OR SELECT
) - ] MATERIAL.
= 20 - N 2. MINIMUM DEPTH OF FLEXIBLE BASE
) 7 e COURSE REQUIRED UNDER 2" (MIN.)
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- . DETAIL NO.

C-242 CHANDLER DEPTH OF BASE COURSE APPROVED:E&.:LMQ

REPLACES STANDARD ITY ENGINEER C-242
NTS

36 TANDAR RESIDENTIAL LOCAL STREETS  |,ure: //. /2-99




e
~"+0.39
.'/‘
g DETECTABLE WARNING
7 +0.10 +0.04
o +0.33'
15.0. - A
a”
g ,. — 4" ROLL CURB AND
e Z Z GUTTER
-~ .
- +0. | . S
-7 40.39 05 . . o
- ] ) A
g 0.33 5
+ i 1
NOTE: ALL ELEVATIONS ARE IN RELATION TO
3 ADJACENT GUTTER FLOW LINE ELEVATION.
+0.04' )
”
VAREES| 6" 4' RAMP 2
et
4" ROLL CURB AND ! CONSTRUCTION JOINT |" DEEP OR
GUTTER R/W LINE ——I FORMED SEPARATELY DETECTABLE
| SLore WARNING
//\ //\/ \/\/ \/\\/ - : 1 ; s °
AN : St
Y 1 ORIV e
MR N AN
SUBGRADE PREPARATION /
NOTES: PER MAG STD SPEC 301
SECTION A-A

| . CONTROL ELEVATIONS SHOWN ARE IN RELATION TO GUTTER F ELEVATION = 0.00

CLASS 'B' CONC. CONSTRUCTION AS PER M.A.G. STD. SPEC. 725.

3. DETECTABLE WARNING SHALL CONSIST OF RAISED TRUNCATED DOMES MANUFACTURED BY CAST IN TAC
OR APPROVED EQUAL. INSTALLATION PER MANUFACTURES RECOMMENDATIONS.

n

- . DETAIL NO.
C-243 CEQI\TDSER SIDEWALK RAMP APPROVW}H
REPLACES STANDARD C = C'243
NTS

Y ENGINEER
48 DETAIL FOR ROLL CURB DATE: z‘/zg/oq




5' TRANSITION

4' S/W AS SHOWN

ROW LINE :gi AZASIG DET. ON PLANS
RN ' > A 4" ROLL CURB " B
- RADIUS AS MAG DET. NO. \ _ -~ BACK OF LANDING = 3-1/2 e
Mo SHOWN ON RAMP CURB — 220 TYPE C T.C.=3"
2\ o PLANS HEIGHT TAPER ~ (4' S/W) R.C. AND
S~ - RAMP CURB FEAL%;I/CA:IES;NS/W . S = 4-3/4" (TYP.) TOP RAMP—3"
EXPANSION y (RC) IO EXPANSION
JOINT —¢  — JOINT T.C=3
3.5
l fomem—
PN Tl I CONTROL ELEVATIONS
4.5 S 9e)
5 o AN ;
CURB AND 4.5 A al
GUTTER PER MAG < CONSTRUCTION JOINT |" DEEP
DET. NO. 220 TYPE A A DETECTABLE " RAW LINE / OR FORMED SEPARATELY DETECTABLE WARNING
) —> WARNING
ROUCH BROOM /4" GROOVES — \ARIES | 3-6' LANDING 35" RAMP 2
FINISH, USE A RIPPLE AT 1"O.C. CONTRACTION
OF RAMP
MATCH
GUTTER F.L.
TOP OF ol
r w TOP OF RAMP — £
| — I /\\/I \/ > ‘ DD 7 L ,‘ = - 52
I — — 1 \ \\' AN . " /‘ > >
— = = % /\/J’( / ’//\//\/\/\///// ' .
| \\ \\ AN \ >

BOTTOM OF RAMP CURB WHEI:X
FORMED AND POURED SEPARATELY

SUBGRADE PREPARATION —/

PER MAG STD SPEC 301

SECTION B - B

NOTES:

d

FOR GROOVED SLOPING
RAMP FACE, SEE MAG

SECTION A - A DETAIL NO. | ON TYPE

D RAMP MAG STD. DET. 234

CONTROL ELEVATIONS SHOWN ARE IN RELATION TO GUTTER AND ARE LOCATED RADIALLY. GUTTER ELEVATION = 0.00

|.
2. CLASS B' CONC. CONSTRUCTION AS PER M.A.G. SECTION 725.
3. WHEN CURPB HEIGHTS OF &" ARE SHOWN ON PLANS, USE MAG STANDARD DETAIL NO. 231.
4. DETECTABLE WARNING SHALL CONSIST OF RAISED TRUNCATED DOMES MANUFACTURED BY CAST IN TAC, OR APPROVED EQUAL.
INSTALLATION PER MANUFACTURES RECOMMENDATIONS.
DETAIL NO. CITY OF . f . DETAIL NO.
C 244 Q CHANDLER SIDEWALK RAMP AT APPROVED; C 244
- STANDARD ITY ENGINEER -




NOTES:

| . DETECTABLE WARNING SHALL CONSIST OF
RAISED TRUNCATED DOMES MANUFACTURED
BY CAST IN TAC OR APPROVED EQUAL.
INSTALLATION PER MANUFACTURES RECOMMENDATIONS.

+6-3/4" \/

f

DRIVEWAY
22.5'
|
| .5
|
50 | 4.5 45 | 40 | 45 |8 OR 28 4.0
SEE PLAN
T/C=+6-3/4" +6-3/44
+6-3/4" v +6-3/4" /
} caa
+3. I/Z"V ) o 6-3/4 450

VARIES — ROUGH BROOM FINISH
4-6 SIDEWALS mﬁfmg D " USE A RIFPLE SURFACE PATTERN
CURB e " 7 | {
cuTTER et L /S A \ / /
p TC =43~ TCc. =0V Lrc =+ TC =+
STREET el o
DETECTABLE WARNING T.C. = +¢'

GUTTER ELEVATION = O
CURB HEIGHT = &"

/4" GROOVES AT |" O.C.

FULL FACE OF RAMP

* 4' CONSTANT WIDTH FOR 4' SIDEWALK
VARIABLE WIDTH FOR SIDEWALK GREATER THAN 4'

DETAIL NO.

C-245

CITY OF
CHANDLER
STANDARD

DETAIL

COMBINED SIDEWALK RAMP
AND RESIDENTIAL DRIVEWAY

APPROVEy

DATE: IZ g,/oq

ed

TY ENGINEER

DETAIL NO.

> C-245




3!

CENTER OF OUTSIDE THROUGH LANE

250" (TYP.)

QQ (O] @ <>
ATSTRKKS
RRRRRRRKS

PRV, 020.0.9.9.4

I 5' FROM FACE OF CURB

—I 1)

i

S/

&

)

WDT/@?‘?“%‘“W & o B
| L3

%
AN

\— CENTER OF INSIDE THROUGH LANE

NO PLANTS OF ANY KIND, BOULDERS,
OR STRUCTURES ALLOWED IN THIS
AREA - DECORATIVE CONCRETE.

GROUND COVER, FLOWERS, AND
GRANITE LESS THAN 24" (MATURE)

IN HEIGHT, OR TREES TRIMMED TO

6' CLEARANCE ABOVE FINISHED GRADE
ALLOWED IN THIS AREA.

3’ D

CENTER OF INSIDE THROUGH LANE A

CENTER OF OUTSIDE THROUGH LANE

| 5' FROM FACE OF CURB

!

.

~.

—( )

°o & 6B &f .08 o WMo % UWoe o &by

POSTED RIGHT TURN LEFT TURN LEFT TURN
SPEED ONTO THRU ONTO THRU FROM THRU
D | D 5 D 3
25 260 330 240
30 310 400 290
35 360 470 340
40 410 530 380
45 460 00 430
N
C-246 CITY OF DETAIL NO.
CHANDLER APPROVED/ L—7<
REPLACES STANDARD SIGHT DISTANCE CITY ENGINEER — -
39 DETAIL oaTe_2/2b )07 NTS
-




INSIDE EDGE OF PARKING LAN

E

(8' FROM F/C) OR BIKE LANE (WHERE MARKED)

—~——
-_—
-_——
—_——

—~——
-
—

NOTE:

THIS STANDARD APPLIES ONLY TO DRIVEWAY AND CROSS-STREET ENTRIES ONTO STREETS WITH A 25 MPH SPEED LIMIT AND ON-STREET PARKING.
ONCOMING VEHICLE MUST BE VISIBLE TO DRIVER OF ENTERING VEHICLE FOR AT LEAST 200 FEET FROM INTERSECTION, MEASURED ALONG

PATH OF ONCOMING VEHICLE. NO GROUND COVER, SHRUBS, FLOWERS, MOUNDS, WALLS OR STRUCTURES OVER 24 INCHES IN HEIGHT
ALLOWED ON STREET SIDE OF SIGHT LINE. TREES MUST BE TRIMMED TO & FEET ABOVE GROUND ON STREET SIDE OF SIGHT LINE.

C-247 CITY OF DETAIL NO.
CHANDLER SIGHT DISTANCE FOR LOW SPEED APPROVED)
REPLACES STANDARD | | OCAL OR COLLECTOR STREETS waener = | G247
39A DETAIL DATE Z/I,I. NTS
1




i I Q|- a fm—————— === J [m=—————————== 1 o= = 1 I e a|r-
[ [ | | | | I | 111 (I
1] (I | ] | | ! 1 1] 11
(I 1] | | | | | | 1] 1!
v 1 1 | I i | [ HE 1]
)1 I | | ] | 1 | [ (I
| Ll okevor V| oL 3 L o o g | okevwor 1| L]
L] ro | [ R Ll
N 1] [ [ L Pl
1] 1|1 I 1 | 1 I 1] 1]
N N Pl | | ! P o |
1] L] I l l [ ! | Bl Elo
L] L] ! | | [ | | AR Ffo

-d l___l___.‘J Lr___.l___l : II : II L__I—_—T' Lr _____ . L~

| | | | | | | !5 FCTYP.

S I i § A b - -'/ + \ b 4 T T IS R

| | — J \ I
I I || e —— T I
. l / r R = .
5 FC TYP. = *X/,___lé_’____
T T - - INSIDE EDGE OF
o T SIGHT DISTANCE TYP. BARKING LANE
NOTES:
DRIVEWAY ON KEY LOTS NEED TO BE PLACED ON FAR SIDE OF LOT FROM REAR FENCE OF CORNER LOT.
NO STRUCTURES OR LANDSCAPING ABOVE 24" IN HEIGHT ALLOWED IN THIS AREA EXCEPT TREES WITH BRANCHES NOT LESS THAN
G' ABOVE THE GROUND. '
DESIGN SPEED | SIGHT DISTANCE
25 MPH 200 FEET
DETAIL NO. CITY OF k DETAIL NO.
CHANDLER APPROVED: .
C-248 CHANDLER KEY LOT SIGHT DISTANCE E%'_%m E e C-248
NTS DETAIL oate: /[ (- TF NTS




R N | \ |
A N TYP. H.C. RAMP REQUIRED AN z i
: ! PER M.A.G. STD. DTL. 23| | N ° |
I \ ! >< ! | é‘gl
» \ EQ
\Q /\ N 3=
oz
- o o o / é
o
=

NOUONUNUNNIN NN N NN N

600" MAX.

TYP. H.C. RAMP REQUIRED
PER M.A.G. STD. DTL. 233

PEDESTRIAN ACCESS

. AT 'T" INTERSECTIONS THESE RAMPS ARE THE PREFERRED LOCATIONS.
IF EITHER CANNOT BE INSTALLED IN ACCORDANCE WITH THIS DETAIL, INSTALL
ONE OR THE OTHER.
2. IF NEITHER CAN BE INSTALLED IN ACCORDANCE WITH THIS DETAIL,
INSTALL ONE ON THE CENTERLINE OF THE INTERSECTING STREET.
3. WHEN POSSIBLE RAMPS SHOULD BE LOCATED ON THE NEAREST PROPERTY LINE.
4. KNUCKLE RAMP TO BE INSTALLED IF:
A. DISTANCE TO INTERSECTION IS GREATER THAN 600"
B. A PEDESTRIAN ACCESS TO AN AMENITY, I.E. PARK AREA, IS REQUIRED.

C-249 CITY OF T && ] DETAIL NO.
REPLACES CHanoLer ACCESSIBLE RAMP LOCATION v E&&&M“m ENGINEEL:&R C-249
aq47 DETAIL DATE:%QQ!!Q:” |\, Zpo2 NTS

|4 NJ




100!

/-AT 25' STACING

WHITE PAVEMENT REFLECTORS
150

8" WHITE LINE /
o1 °

° e
. /
] 250'R
~ GO0'R »
9 [39)
) VERTICAL CURB
¥ ™
ALL WIDTHS ARE TO FACE OF CURB OR CENTER OF LANE LINE
DETAIL NO. CITY OF ’ DETAIL NO.
C 250 CHANDLER LEFT TURN BAY APPROVED:
- STANDARD ' N Tv ENG INFERCS C -2 50




CENTER CROWN

4:1 MAX.

2% MIN. - 5% MAX, —

- 2% MIN. - 5% MAX.

i

|

[

% .
R
—

L. 2" AC — ___6"
!
L— DEPTH OF BASE COURSE
PER CITY OF CHANDLER i ADJACENT LOT GRADING
STANDARD DETAILS (TYPICAL BOTH SIDES)

C-240, C-241, OR C-242

NOTES:

A. ASPHALTIC CONCRETE:

| MATERIAL: CONFORMING TO MAG STANDARD SPECIFICATION TYPE C 3/4 MIX EVAC.

2. SUBGRADE PREPARATION: CONFORMING TO SECTION 301 MAG STANDARD SPECIFICATIONS.

3. COMPACTION TO BE TESTED IN ACCORDANCE WITH AASHO T-99 METHOD A, AND T-191 OR ASTM D-2922 AND D-3017.
B. AGGREGATE BASE COURSE: .

|. MATERIAL: CONFORMING TO SECTION 702.2 MAG STANDARD SPECIFICATIONS.

2. SUBGRADE PREPARATION: CONFORMING TO SECTION 301 MAG STANDARD SPECIFICATIONS

EXCEPT DENSITY SHOWN ABOVE SHALL BE USED.

- DETAIL NO.
R(gpii:s R ALLEY PAVEMENT APPROVED: B,,‘rh b% C-251
STANDARD TY ENGINEER -
46 TANDAR LOT DRAINAGE FROM ALLEY owres /17 39 <




INVERTED CROWN

il ¢ T
| 20 l
s ;.

2" AC MIN

DEPTH OF BASE COURSE
PER CITY OF CHANDLER
STANDARD DETAILS VALLEY GUTTER
C-240, C-241, OR C-242 TYPE 'B' CONCRETE ADJACENT LOT GRADING —
(TYPICAL BOTH SIDES)

NOTES:

A. ASPHALTIC CONCRETE:
| . MATERIAL: CONFORMING TO MAG STANDARD SPECIFICATION TYPE C 3/4 MIX EVAC.

2. SUBGRADE PREPARATION: CONFORMING TO SECTION 301 MAG STANDARD SPECIFICATIONS.

3. COMPACTION TO BE TESTED IN ACCORDANCE WITH AASHO T-99 METHOD A, AND T-191 OR ASTM D-2922 AND D-3017.
B. AGGREGATE BASE COURSE:

| . MATERIAL: CONFORMING TO SECTION 702.2 MAG STANDARD SPECIFICATIONS.

2. SUBGRADE PREPARATION: CONFORMING TO SECTION 301 MAG STANDARD SPECIFICATIONS EXCEPT DENSITY SHOWN

ABOVE SHALL BE USED.

| RE,fjfs CHANDLER ALLEY PAVEMENT APPROVED: .
STANDARD TY ENGINEER
45 TANDAR ~ LOT DRAINAGE TO ALLEY eI f9o0D

DETAIL NO.

C-252




1/2" BITUMINOUS EXPANSION JOINT
CONTINUOUS BOTH SIDES AND
MAXIMUM 20' - O" LONGITUDINALLY
(SEE PLAN VIEW)

DECORATIVE CONCRETE TO BE
RUNNING BOND COBBLESTONE
WITH A BRICK RED COLOR

SEE PLAN VIEW FOR BOND PATTERN

— POLYETHYLENE COVER TO
PROTECT CURB FROM SPLASH.
TRIM ONE DAY AFTER
PLACEMENT OF CONCRETE

~ 4" MIN.
AVEMENT = =,
_\ P BRI BCRIC S e RO KIS ;: oy
RN
I N N N NN NN N—

A I AR A
RN S
SRR RIR N R T P P IR R

RRRL T NG

SN NN

COMPACTED SUBGRADE
l ] - Gll

LONGITUDINAL EXPANSION JOINT
PLACED PERPENDICULAR
TO CENTERLINE (TYP.)

/ BOX OUT AREA FOR EXISTING STREET LIGHTS

N\ DECOMPOSED GRANITE TO BE

PLACED AROUND STREET LIGHT POLE

C-253 CITY OF
CHANDLER
REPLACES STANDARD
37A DETAIL

DECORATIVE CONCRETE

oate: /- (F-FF

DETAIL NO.
APPROVED: . b
TY ENGINEER C -2 53
NTS




{ A/C PAVEMENT

NOTES:

|1 0' ON ARTERIALS

2' ON COLLECTORS
6" MAX., 3" MIN. SIDEWALK re;“ MAX.
NO '
koo LLLLLZAZZ 777777 |
TR
e |
12" MIN. >OOOOOO( )OC)OOO Sif=———— SPUNBOUND FILTER FABRIC
21" MIN. COVER % QO% ’00%95
%98\05 %{(}78(:_ gr;fim')“ ROCK & SAND
2 \(JQ{-J ¢ 5% < NO. 40
6 ;eOyO,O o \\?C K}

4" PERFORATED PVC /

SLOPE TO DRAIN OUTLET

| THIS DETAIL APPLIES ONLY TO AREAS THAT ARE TURF LANDSCAFED.
5> DRAIN MUST BE DESIGNED TO DISCHARGE TO RETENTION BASIN, STORM DRAIN OR DRYWELL.

3. MINIMUM SLOPE SHALL BE 0.2%.

l 12" MIN. | I 2" MIN.

| 1

DETAIL NO.

C-254

G

CITY OF
CHANDLER
STANDARD

DETAIL

ARTERIAL/COLLECTOR
ROADWAY LANDSCAPE DRAINAGE

APPROVEDE%L]W
ITY ENGINEER

pATE://- /?-‘- 7

DETAIL NO.

C-254




[210)

MIN.

3I
TRUCK
APRON

PED. 7' MIN.

ACCESS  FOR LOCAL

STREETS

SECTION AA

THROUGH SPLITTER/CENTER ISLAND

3' TRUCK APRON

TRSCK GROUND COVER, FLOWERS, AND
APRON GRANITE LESS THAN 24" (MATURE)

o Bt fobbe 7O o' CLEARANCE ABOVE FINISHED

| GRADE ALLOWED IN THIS AREA.
32I +

IN HEIGHT, OR TREES TRIMMED

RAISED
SPLTTER
ISLAND

ROLLOVER
CURB

TYPICAL ROUNDABOUT
RESIDENTIAL INTERSECTION

BRICK PAVERS
(CITY STONE I PATTERN)

9" CONCRETE
CLASS "A", 3000FPSI

/

ON 1" BED OF SAND AND

CONCRETE BASE
2% / [ ] " VERTICAL CURB

2' ROLL CURB TO I\/IAG:

DETAIL 220 TYPE "D" SPECS.

I RESIDENTIAL COLLECTOR
- . | 7 RESIDENTIAL LOCAL
' STD. DET. 222-TYPE "A" TYPICAL ROUNDABOUT
MON. SINGLE CURD 9" THICK CENTER/SPLITTER ISLAND DETAIL

TRUCK APRON DETAIL

TRUCK APRON DETAIL

DETAIL NO.

DETAIL NO

CITY OF )
C-255 o TYPICAL ROUNDABOUT C-255
NTS DETAIL DATE: Z//lb; i NTS




WARNING SIGN
30"x 30"
Wi3-1
ROAD NARROWING CENAR PLATE 18 %18
N
(OFTIONAL) OR APPROVED
EQUAL
I N A y \7 _ - . I — -
— e S~— 7/ 7 7 7 7 7T—~ = 03
< : %
14400 15400 16400 = 8
AT | 1A
| D— Ep— R
B N8
20 [Wi13-1 N
WPH.| 18" x | 8"
Exist. 30° R/W
METAL DIAMOND

| 2" WIDE CONCRETE
BAND SMOOTH TROWEL
FINISH (TYF)

10—

4" INTERLOCKING
PAVERS

] -

DAVIS "GRAPHITE" COLORED
CONCRETE, WITH BROOM FINISH

ROAD SURFACE

LI " SAND

REINFORCED W/ NO. 6-6'x6" EWWM
PER MAG SPEC. SEC. 725 (TYP)

9" MIN. CLASS "A" CONC.

BEDDING TC JOINT W/ NO. 6x2'-" O.C. EPOXY COATED
SLAB W/ NO. 6-6'%6" CFVELING SMOOTH DOWELS AT 2-6" O.C. PLACE
EWWM PER MAG STD. COURSE REINFORCING PARALLEL TO CONST. CENTERLINE
SPEC. SEC. 725
SECTION A-A
NTS

NOTES:
RETROFIT DESIGN SHOWN. NEW INSTALLATIONS MAY REQUIRE

CURB, GUTTER, AND DRAINAGE FACILITIES TO BE DIFFERENT THAN SHOWN.

CONCRETE PAD
4" INTERLOCKING

PLATE

MATCH EXIST.

SIDEWALK
[

PAVERS _\

3,
|
NEW SIDEWALK, MATCH

EXIST. CROSS SLOPE
CONCRETE EXIST 4' WIDE SIDEWALK
CURB
SECTIONB-B

NTS

DETAIL NO. CITY OF DETAIL NO.
C-256 SR TYPICAL RAISED CROSSWALK " C-256
NTS DETAIL NTS




